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SHEET INDEX

SITE DEVELOPMENT PLAN

2 FROSION & SEDIMENT CONTROL, NOTES AND DETAILS

GENERAL NOTES

SUBJECT PROPERTY 1S ZONED R-ED PER 10/186/93 COMPREHENSIVE ZONING PLAN.

THE TOTAL AREA INCLUDED IN THIS SUBMISSION [1S: 14,8636 =g.ft.

THE NUMBER OF LOTS INCLUDED IN THIS SUBMISSION 19: 1

IMPROVEMENT TO PROPERTY: SINGLE FAMILY DETACHED

ALL WATER LINES SHALL BE CONSTRUCTED A MINIMUM OF 42" COVER BELOW FINISHED
GRADE.

ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE HOWARD COUNTY DESIGEN
MANUAL, VOLUME 1V, i.e., STANDARD SPECIFICATIONS AND DETAILS FOR
CONSTRUCTION, LATEST AMENDMENTS.

APPROXIMATE LOCATION OF EXISTING UTILITIES ARE SHOWN FROM APPROVED WATER
AND SEWER PLANS CONTRACT #34-3392-D AND APPROVED ROAD CONSTRUCTION PLANS
F-d5-165. THE CONTRACTOR SHALL TAKE ALL NECESSARY PRECAUTIONS TO

PROTECT THE EXISTING UTILITIES AND MAINTAIN UNINTERRUPTED SERVICE. ANY
DAMAGE [INCURRED DUE TO CONTRACTOR'S OPERATION SHALL BE REPAIRED
IMMEDIATELY AT THE CONTRACTOR'S EXPENSE.

THE CONTRACTOR SHALL TEST PIT EXISTING UTILITIES AT LEAST (5) DAY BEFORE
STARTING WORK SHOWN ON THESE DRAWINGS TO VERIFY THEIR LOCATION AND
ELEVATION. THE CONTRACTOR SHALL NOTIFY THE ENGINEER IMMEDIATELY IF
LOCATION OF UTILITIES 15 OTHER THAN SHOWN.

CONTRACTOR TO NOTIFY THE FOLLOWING UTILITIES OR AGENCIES AT LEAST FIVE
DATS BEFORE STARTING WORK SHOWN ON THESE DRAWINGS:

Ce¢P TELEPHONE COMPANY 125-94976
HOWARD COUNTY BUREAU OF UTILITIES 313-44900
ATET CABLE LOCATION DIVERSION 343-3553
BALTIMORE ©AS ¢ ELECTRIC COMPANY 6565-0123
STATE HIGHWAY ADMINISTRATION 531-5533
HOWARD COUNTY BUREAU OF CONSTRUCTION INSPECTION 313-1860

DIVISION (24 HOURS NOTICE PRIOR TO
COMMENCEMENT OF WORK)

THE CONTRACTOR TO NOTIFY "MISS UTILITY" AT 1-800-257-T1777T AT LEAST
45 HOURS PRIOR TO ANY EXCAVATION WORK,

EX. TOPO WAS FIELD RUN BY CLARK, FINEFROCK AND SACKETT, INC., IN MARCH 149497
AND 15 TAKEN FROM SHEET | OF SDP d47-1149. CONTOURS AT 2 FOOT INTERVALS.

ALL PLAN DIMENSIONS ARE TO FACE OF CURB UNLESS OTHERWISE NOTED.

THE DEVELOPER 15 RESPONSIBLE FOR THE ACQUISITION OF ALL EASEMENTS, RIGHTS
AND/OR RIGHTS-OF-WAY THAT MAY BE REQUIRED FOR THE SEDIMENT AND EROSION
CONTROL PRACTICES, STORM WATER MANAGEMENT PRACTICES AND THE DISCHARGE OF
STORM WATER ONTO OR ACROSS ADJACENT OR DOWNSTREAM PROPERTIES INCLUDED IN
THIS PLAN. HE 15 ALSO RESPCNSIBLE FOR THE ACQUISITION OF ALL EASEMENTS,
RIGHTS AND/OR WORK ON ADJACENT PROPERTIES INCLUDED IN THIS PLAN.

SEE DEPARTMENT OF PLANNING AND ZONING FILE No.'s F-95-165, P-9d5-14, WP-94-32,
S-d4-17, SDP 47-119 AND P.B.296.

STORMWATER MANAGEMENT 15 PROVIDED FOR THIS DEVELOPMENT UNDER F-95-165.

ANT DAMAGE TO THE COUNTY'S RIGHT-OF-WAY SHALL BE CORRECTED AT THE
CONTRACTOR'S EXPENSE.

PUBLIC WATER AND SEWER FOR THIS LOT 15 PROVIDED UNDER CONTRACT DRANWINGS
NO. 34-3342-D.

CONTRACTOR 15 SOLELY RESPONSIBLE FOR CONSTRUCTION MEANS, METHODS, TECHNIQUES,
SEQUENCES, PROCEDURES, AND SAFETY PRECAUTIONS AND PROGRAMS.

DRIVEWAY ENTRANCE TO BE PER HOWARD COUNTY STANDARD DETAIL R-6.06.
EXISTING SEDIMENT CONTROL DEVICES MAY NEED TO BE ADJUSTED DURING HOUSE
CONSTRUCTION.

NO CLEARING, GRADING, OR CONSTRUCTION 1S5 PERMITTED WITHIN THE WETLAND/STREAM
BUFFERS AND FOREST CONSERVATION EASEMENTS.
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OWNER / DEVELOPER
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5th ELECTION DISTRICT
HOWARD COUNTY, MARYLAND

" SITE DEVELOPMENT PLAN

ADDRESS CHART

LOT NUMBER STREET ADDRESS
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 TEMPORARY SEEDING NOTES

Apply to graded or cleared areas 1lkely to be redisturbed nhere a
short-term vegetative cover 1s needed.

Preparation : a r_the inch of | rakln
discing or other acceptable means before seeding, If not previously
loosened.

lbs. per 1000 sq.ft.)

Ing : For jal March 1 the ril 30 and from A | hr
November 15, seed with 2-1/2 bushels per acre of annual rye (3.2 lbs.
per 1000 sq.ft.). For the period May | thru August 14, seed with 3
Ibs. per acre of neeping lovegrass (0.07 Ibs. per 1000 sq.ft.). For
the period November 16 thru February 26, protect site by applying 2
tons per acre of well anchored straw mulch and seed as soon as
posslible In the spring, or use sod.

Mulching : Apply 1-1/2 to 2 tons per acre (70 to 90 Ibs, per 100Q

-Ft.) of unrotted small grain straw immediately after seeding.
Anchor mulch Tmmediately after apptication using mulich anchoring tool
or 218 gal. per acre (5 gal. per 1000 sq.ft.) of emulsifled asphalt on
flat areas. On slopes, & ft. or higher, use 347 gal. per acre (8 gal.
per 1000 sq.ft.) for anchoring.

Refer to the 1483 MARYLAND STANDARDS AND SPECIFICATIONS FOR SOIL
EROSION AND SEDIMENT CONTROL for rate and methods not covered.

PERMANENT SEEDING NOTES

Apply to graded or cleared areas not subject to Immediate further
disturbance where a permanent long-!ived vegetative cover Is needed.

Preparation : n c_three inches of 201l by raking,
dlscing or other acceptable means before seeding, 1f not previousiy
loosened.

Sotl Amendments : In tieu of soll|l test recommendations, use one of

the followling schedules

1) Preferred - Apply 2 tons per acre dolomitic |Imestone (42 lbs.
per 1000 sq.ft.) and 600 ibs. per acre 10-10-10 fertilizer (14
Ibs. per 1000 sq.ft.) before seeding. Harrow or disc Into
upper three Inches of soll. At time of seeding, apply 400 lbs.
per acre 30-0-0 ureaform fertlllizer (4 Ibs. per 1000 s5q.ft.).

2) Acceptable - Apply 2 tons per acre dolomitic |imestone (42 ibs.
per 1000 sq.ft.) and 1000 lbs. per acre 10-10-10 fertilizer (23
Ibs. per 1000 sq.ft.) before seeding. Harrow or disc into
upper three Inches of soil.

Seeding : For the perliod March 1 thru April 30 and from August |

thru October 15, seed with 60 lbs. per acre (1.4 lbs. per 1000 sq.ft.)
of Kentucky 21 Tall Fescue. For the period May ! thru July 31, seed
With 60 ibs. Kentucky 31 Tall Fescue per acre and 2 Ibs. per acre
(0.05 lbs. per 1000 8q.ft.) of weeping lovegrass. During the period
October 16 thru February 28, protect slite by one of the folloning
options

1) 2 tons per acre of well-anchored muich straw and seed as soon
as possible In the spring.

2) Use sod.

3) Sead with 60 Ibs. per acre Kentucky 3t Tall Fescue and mulch
Wlth 2 tons per acre well anchored stranw.

Mulching : Apply 1-1/2 to 2 tons per acre (IQ to 40 lbs., per 1000

sq.ft.) of unrotted small graln stram Immediately after seeding.
Anchor mulch Immediately after appli@cation using mulch anchoring tool
or 218 gal. per acre (5 gat. per 1000 sq.ft.) of emulsifted asphalt on
flat areas. On siopes, & ft. or higher, use 347 gal. per acre (& gal.
per 1000 sq.ft.) for anchoring.

H & =
replacements and reseedings.

SERIMENT CONTROL NOTES

1. A mintmum of 24 hours notlce must be given to the Howard County
Office of Inspections and Permits prior to the start of any
construction (9492-2437) .

2. All vegetatlve and structural practices are to be Installed
according to the provisions of this plan and are to be In
conformance With the 1683 MARYLAND STANDARDS AND SPECIFICATIONS
FOR SOIL AND EROSION CONTROL..

3. Folloning Inltial soll disturbance or redlsturbance, permanent or
temporary stabiiization shall be completed within : a) 7 calendar
days for all perimeter sediment control structures, dikes,
perimeter slopes and all slopes greater than 3:1, b) 14 days as to
other dlsturbed or graded areas on the project slite.

4. All sediment traps/basins shown must be fenced and warning signs
posted around the perimeter In accordance with Yol. 1, Chapter 12,
of the HONARD COUNTY DESIGN MANUAL, Storm Drainage.

5. All disturbed areas must be stablllzed within the time period
specifled above In accordance with the 1483 MARYLAND STANDARDS AND
SPECIFICATIONS FOR SOIL AND EROSION CONTROL for permanent seedings
(%ec. 51), sod (Sec. 54), temporary seeding (Sec. 50) and
mulching (Sec. 52). Temporary stabllization with mulch alone con
only be done nhen recommended seeding dates do not allow for
proper germination and establishment of grasses.

6. All sediment control structures are to remaln In place and are to
be maintalned In operative condition unt!| permisstion for thelir
removal has been obtalned from the Howard County Sediment Control
Inspector.

7. Site Analysis

Total Area ot Site 0.34 acres
Area Disturbed 0.17 acres
Area to be rooted or paved 0.08 acres
Area to be vegetatively stabilized 0.09 acres
Total Cut 0,000 cu.yds.
Total Fifl 0,000 cu.yds.

&. Any sedliment control practice which 1s disturbed by grading
activity for placement of ut!lities must be repalred on the same
day of disturbance.

9. Additional sediment controls must be provided, if deemed necessary
by the Howard County Department of Public Works Sediment Control
Inspector.

10. Slte grading will begin only after all perimeter sediment control
measures have been Installed and are In a functioning condition.

1. Sediment will be removed from traps when |ts depth reaches c¢lean
out elevation shonn on the plans.

12. Cut and f1l1l quantities provided under site analysis do not
represent bld quantities. These quantitles do not distingulsh
betneen topsoll, structural flll or embonkment material, nor do
they reflect consideration of undercutting or removal of
unsultable material. The contractor shall famillarize himsel#f
nith slite conditions which may affect the work.

13. On all sites with disturbed areas In excess of 2 acres, approval
of the inspection agency shall be requested upon completion
of Installation of perimeter erosion and sediment controls, but
before proceeding nith any other earth disturbance or grading.
Other bullding or grading Inspection approvals may not be
authorlzed untl | this approval by the Inspectlion agency 1s made.

SEQUENCE OF CONSTRUCTION

OBTAIN GRADING PERMITS FOR SINGLE FAMILY HOME CONSTRUCTION.

INSTALL SEDIMENT CONTROL DEVICES AS SHOWN ON THESE PLANS.

PERFORM GRADING AND BEGIN CONSTRUCTION OF SINGLE FAMILY HOMES. (3 MONTHS)

WNITH THE APPROVAL. OF THE SEDIMENT CONTROL INSPECTOR, REMOVE SEDIMENT
CONTROL. MEASURES AND STABILIZE IN ACCORDANCE WITH THE PERMANENT
SEEDING NOTES AS CONSTRUCTION PROGRESSES. (2 DAYS)

DETAIL 24 — STABILIZED CONSTRUCTION ENTRANCE

~— 3= MOUNTABLE
l BERM (6" MIN.)
50" MINIMUM / l
|_ P EXISTING PAVEMENT>
_/ EARTH FILL
»+ GEOTEXTILE CLASS 'C’ ~—— PIPE AS NECESSARY
OR BETTER MINIMUM 6" OF 2"—3" AGGREGATE
OVER LENGTH AND WIDTH OF
EXISTING GROUND STRUCTURE
PROFILE
ft———————————— % 50" MINIMUM o]
LENGTH
10" MIN.
EXISTING
10" MIN,. PAVEMENT
10" MIN.
STANDARD SYMBOL PLAN VIEW °
Construction Specification

1. Length — minimum of 50° (%30’ for single residence lot).
2. Width — 10’ minimum, should be flared at the existing road to provide a turning
rodius.

3. Geotextile fabric (filter cioth) shall be placed over the existing ground prior
to placing stone. =xThe plan gpproval authority may not require single family
residences to use geotextile.

4. Stone — crushed aggregate (2" to 3") or reclaimed or recycled concrete
equivalent shall be placed at leost 8” deep over the length ond width of the
entrance.

5. Surface Water — all surface water flowing to or diverted toward construction
entronces shall be piped through the entrance, maintaining positive drainage. Pipe
installed through the stabilized construction entrance shall be protected with o
mountable berm with 5:1 slopes and @ minimum of 6" of stone over the pipe. Pipe has
to be sized according to the drainage. When the SCE is located at a high spot and
has no droinage to convey a pipe will not be necessary. Pipe should be sized
according to the amount of runoff to be conveyed. A 6" minimum will be required.

6. Location — A stabilized construction entronce shall be located at avery point
where construction traffic enters or leoves a construction site. Vehicles leaving
the site must travel over the entire length of the stabilized construction entrance.

DETAIL 31 -

TREE PROTECTION

DETAIL 22 - SILT FENCE

TEMPORARY MEASURES

NOTE: ALL PROTECTIVE MEASURES
SHALL EXTEND BETOND
TREE DRIPLINE

EXCESSIVE CUT
AND FILL WILL
KILL THIS TREE

IMPROPER PROCEDURE

NOTE: ALL PROTECTIVE FENCING
SHALL EXTEND BEYOND
TREE PRIPLINE

10" MAXIMUM CENTER TO
———— CENTER GROUND

THE

THE

FLOW FLOW
36" MINIMUM FENCE A
PERSPECTIVE VIEW POST LENGTH T
FILTER
TEMPORARY AND CLOTH=—*
PERMANENT MEASURES FLOW

PROPER PROCEDURE

W_

36" MINIMUM LENGTH FENCE POST,
DRIVEN A MINIMUM OF 16" INTO

~—16" MINIMUM HEIGHT OF
GEOTEXTILE CLASS F

:—8" MINIMUM DEPTH IN
I~ GROUND

DETAIL 1 - EARTH DIKE

= FENCE POST SECTION
MINIMUM 20" ABOVE
GROUND
UNDISTURBED

EMBED GEOTEXTILE CLASS F
TOP VIEW A MINIMUM OF 8" VERTICALLY
— INTO THE GROUND

POSTS'\
S SECTION B
SECTION A ~— STAPLE
sTapLe”

FILL AREAS
JOINING TWO ADJACENT SILT
FENCE SECTIONS

Construction Specifications

foilded and stopled to prevent sediment bypass.

V 1. THE GROUND

CROSS SECTION

1. Fence posts shall be a minimum of 36" long driven 16” minimum into the
ground. Wood posts shall be 11/2" x 11/2" square (minimum) cut, or 13/4” diameter
e (minimum) round and shall be of sound quality hardwood. Steel posts will be
stondard T or U section weighting not less than 1.00 pond per linear foot.

2. Geotextile shall be fastened securely to each fence post with wire ties

/ or stoples at top and mid—section and shall meet the following requirements
Y for Geotextile Class F:
s Tensile Strength 50 Ibs/in (min.) Test: MSMT 509
Tensile Modulus 20 Ibs/in (min.) Test: MSMT 509
V Flow Rote 0.3 gal ft ¥/ minute (mox.) Test: MSMT 322
Filtering Efficiency  75% (min.) Test: MSMT 322

3. Where ends of geotextile fabric come together, they shall be overiapped,

4. Silt Fence shall be inspected after each rainfall event and maintained when
bulges occur or when sediment accumulation reached 50% of the fabric height.

GROUND

|- FENCE POST DRIVEN A
MINIMUM OF 18" INTO

STANDARD SYMBOL

—s—|

B o 2:1 SLOPE OR FLATTER

FLw
24”—’ EXCAVATE TO PROVIDE
<

2:1 SLOPE OR FLATTER

IS

REQUIRED FLOW WIDTH

RA IN
ORADE LINE AT DESION FLOW DEPTH

cut R FILL
<LoPE
CROSS SECTION

DIKE A DIKE B
POSITIVE DRAINAGE o~DIKE HEIGHT 4 30
SUFFICIENT TO DRAIN b—DIKE WIDTH 24" 36"
"v AVAVAVAV "V"V" c—FLOW WIDTH 4 6
\\/ \/ \/ . d-FLOW DEPTH 127 24"
CUT OR FILL SLOPE —J} b

PLAN VIEW
STANDARD SYMBOL
A-2 B-3

—-1>-—/—>——

FLOW CHANNEL STABILIZATION
GRADE 0.5% MIN. 10% MAX.

1. Seed and cover with straw mulch.

2. Seed and cover with Erosion Control Matting or line with sod.
3. 4 — 7 stone or recycled concrete equivalent pressed into
the soil 7° minimum

Construction Specifications

1. All temporary earth dikes shall hove uninterrupted positive
grade to an outlet. Spot elevations moy be necessary for grades less than 1%.

2. Runoff diverted from o disturbed area shall be conveyed to a sediment
trapping device.

3. Runoff diverted from an undisturbed area shall outlet directly into an
undisturbed, stabilized area at o non-—erosive velocity.

4. All trees, brush, stumps, obstructions, and other objectional material
shall be removed and disposed of so as not to interfere with the proper
functioning of the dike.

5. The dike shall be excavated or shoped to line, grade ond cross section as
required to meet the criteria specified herein and be free of bank projections
or other irregularities which will impede normal flow.

6. Fill shall be compacted by earth moving equipment.

7. All earth removed and not needed for construction shall be placed so that
it will not interfere with the functioning of the dike.

8. Inspection and maintenance must be provided periodically and after
each rain event.
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BY THE DEVELOPER :

|/WE CERTIFY THAT ALL DEVELOPMENT AND CONSTRUCTION
WILL BE DONE ACCORDING TO THIS PLAN, AND THAT ANY
RESPONSIBLE PERSONNEL INVOLVED IN THE CONSTRUCTION
PROJECT WILL HAVE A CERTIFICATE OF ATTENDANCE AT A
DEPARTMENT OF THE ENVIRONMENT APPROVED TRAINING
PROGRAM FOR THE CONTROL OF SEDIMENT AND EROSION
BEFORE BEGINNING THE PROJECT. | ALSO AUTHORIZE
PERIODIC ON-SITE INSPECTIONS BY THE HOWARD SOIL

CONSERVATION DISTRICT.
/25999

b b2 4

DEVELOPER

BY THE ENGINEER :

I CERTIFY THAT THIS PLAN FOR EROSION AND SEDIMENT
CONTROL REPRESENTS A PRACTICAL AND WORKABLE PLAN
BASED ON MY PERSONAL KNOWLEDGE OF THE SITE
CONDITIONS AND THAT IT WAS PREPARED IN ACCORDANCE
WITH THE REQUIREMENTS OF THE HOWARD SOIL
CONSERVATION DISTRICT.

/7559

ENGINEER DATE

THESE PLANS HAVE BEEN REVIEWED FOR THE HOWARD SOIL
CONSERVATION DISTRICT AND MEET THE TECHNICAL
REQUIREMENTS FOR SOIL EROSION AND SEDIMENT CONTROL.

)79

URAL REZOURCES CONSERVATION SERVICE DATE
s

/d
THIS DEVELOPMENT PLAN IS D FOR SOIL EROSION
AND SEDIMENT CONTROL BY THE HOWARD SOIL CONSERVATION

ctlém’

ATE |

L CONSERVATIONTDISTRICT

éVAPPROVED : HOWARD COUNTY DEPARTMENT OF PLANNING AND
ZONING.

2/05/%5

DATE
zfAa/49
CHIEF, DEVELOPMENT ENGINEERING DIVISION DATE
[l fandds 2/5/%
CHIEF, DIVISION OF LAND DEVELOPMENT ¢ DATE
DATE |NO. REVISION

OWNER / DEVELOPER
CATOCTIN HOMES, INC.
P.O. BOX 512
ELLICOTT CITY, MD 21041
(410) T172-5804

PROJECT
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20.

21.

SHEET INDEX

SITE DEVELOPMENT PLAN

2 EROSION & SEDIMENT CONTROL, NOTES AND DETAILS

GENERAL NOTES

SUBUECT PROPERTY 1S ZONED R-ED PER 10/18/93 COMPREHENSIVE ZONING PLAN.

THE TOTAL AREA INCLUDED IN THIS SUBMISSION 1S: 14,636 sq.ft.

THE NUMBER OF LOTS INCLUDED IN THIS SUBMISSION 15: 1
IMPROVEMENT TO PROPERTY: SINGLE FAMILY DETACHED

ALL WATER LINES SHALL BE CONSTRUCTED A MINIMUM OF 42" COVER BELOW FINISHED
GRADE.

ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE HOWARD COUNTY DESIGN
MANUAL, VOLUME 1V, i.e., STANDARD SPECIFICATIONS AND DETAILS FOR
CONSTRUCTION, LATEST AMENDMENTS.

APPROXIMATE LOCATION OF EXISTING UTILITIES ARE SHOWN FROM APPROVED WATER
AND SEWER PLANS CONTRACT #34-3392-D AND APPROVED ROAD CONSTRUCTION PLANS
F-d5-165. THE CONTRACTOR SHALL TAKE ALL NECESSARY PRECAUTIONS TO

PROTECT THE EXISTING UTILITIES AND MAINTAIN UNINTERRUPTED SERVICE. ANY
DAMAGE INCURRED DUE TO CONTRACTOR'S OFERATION SHALL BE REPAIRED
IMMEDIATELY AT THE CONTRACTOR'S EXPENSE.

THE CONTRACTOR SHALL TEST PIT EXISTING UTILITIES AT LEAST (5) DAY BEFORE
STARTING WORK SHOWN ON THESE DRAWINGS TO VERIFY THEIR LOCATION AND
ELEVATION. THE CONTRACTOR SHALL NOTIFY THE ENGINEER IMMEDIATELY IF
LOCATION OF UTILITIES 1S OTHER THAN SHOWN.

CONTRACTOR TO NOTIFY THE FOLLOWING UTILITIES OR AGENCIES AT LEAST FIVE
DAYS BEFORE STARTING WORK SHOWN ON THESE DRAWINGS:

Cé¢P TELEPHONE COMPANTY 125-9976
HONARD COUNTY BUREAU OF UTILITIES 313-4900
ATET CABLE LOCATION DIVERSION 343-3553
BALTIMORE GAS ¢ ELECTRIC COMPANY 685-0123
STATE HIGHWAY ADMINISTRATION 531-5533

HOWARD COUNTY BUREAU OF CONSTRUCTION INSPECTION  313-1880
DIVISION (24 HOURS NOTICE PRIOR TO
COMMENCEMENT OF WORK)

THE CONTRACTOR TO NOTIFY "MISS UTILITY" AT 1-800-257-T77117 AT LEAST
48 HOURS PRIOR TO ANY EXCAVATION WORK.

EX. TOPO WAS FIELD RUN BY CLARK, FINEFROCK AND SACKETT, INC., IN MARCH 14497
AND 15 TAKEN FROM SHEET 1| OF SDP 47-114. CONTOURS AT 2 FOOT INTERVALS.

ALL PLAN DIMENSIONS ARE TO FACE OF CURB UNLESS OTHERWISE NOTED.

THE DEVELOPER 15 RESPONSIBLE FOR THE ACQUISITION OF ALL EASEMENTS, RIGHTS
AND/OR RIGHTS-OF-NAY THAT MAY BE REQUIRED FOR THE SEDIMENT AND EROSION
CONTROL. PRACTICES, STORM WATER MANAGEMENT PRACTICES AND THE DISCHARGE OF
STORM WATER ONTO OR ACROSS ADJACENT OR DOWNSTREAM PROPERTIES INCLUDED IN
THIS PLAN. HE 1S ALSO RESPONSIBLE FOR THE ACQUISITION OF ALL EASEMENTS,
RIGHTS AND/OR WORK ON ADJACENT PROPERTIES INCLUDED IN THIS PLAN.

SEE DEPARTMENT OF PLANNING AND ZONING FILE No.'s F-95-165, P-95-14, NWP-94-32,
S5-d44-17, SDP 477-119 AND P.B.296.

STORMWATER MANAGEMENT 1S PROVIDED FOR THIS DEVELOPMENT UNDER F-95-165.

ANY DAMAGE TO THE COUNTY 'S RIGHT-OF-WAY SHALL BE CORRECTED AT THE
CONTRACTOR'S EXPENSE.

PUBLIC WATER AND SEWER FOR THIS LOT 15 PROVIDED UNDER CONTRACT DRAWINGS
NO. 34-3342-D.

CONTRACTOR 1S5 SOLELY RESPONSIBLE FOR CONSTRUCTION MEANS, METHODS, TECHNIQUES,
SEQUENCES, PROCEDURES, AND SAFETY PRECAUTIONS AND PROGRAMS.

DRIVEWAY ENTRANCE TO BE PER HOWARD COUNTY STANDARD DETAIL R-6.06.
EXISTING SEDIMENT CONTROL DEVICES MAY NEED TO BE ADJSTED DURING HOUSE
CONSTRUCTION.

NO CLEARING, GRADING, OR CONSTRUCTION 1S PERMITTED WITHIN THE WETLAND/STREAM
BUFFERS AND FOREST CONSERVATION EASEMENTS.
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